
ARCHITECTS AND ENGINEERS
SPECIFICATIONS / TECHNICAL DATA

GENERAL SPECIFICATIONS

MODEL NUMBER: 70TRP

SYSTEM TYPE: Full Range

SPEAKER DRIVER: 4" Polypropylene Coated

OUTDOOR: Yes

IMPEDANCE: 25 or 70 Volts

SENSITIVITY (1W/1M): 90 dB

POWER HANDLING: 7.5, 15, 30 Watts (Selector Knob)

FREQUENCY RESPONSE:

MUSIC 140 Hz - 20 kHz

SPEECH 250 Hz - 3 kHz

CROSSOVER: 4 kHz

DISPERSION : 120° H x 90° V

THROW (DISTANCE) : 60 Feet

OPERATING TEMPERATURE: 14° F to 176° F (-10°C to 80°C)

ENCLOSURE: ABS Plastic

GRILL MATERIAL: Aluminum

DIMENSIONS (LxWxH): 10" x 9.8" x 5.9"

WEIGHT: 6.80 lbs.

COLOR(S): Black, White

MOUNTING HARDWARE: Unique "C" Bracket (Included)

TERMINAL COVER PLATE: Included

SECURITY CABLE: Included

PAINTABLE: Yes

TRUMPET SPEAKER
4" FULL RANGE, 25/70 VOLTS
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